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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8000.

1.2  CURRENT OCCUPANT

The building is currently occupied by the DOL.

1.3  FUNCTION OF BUILDING

The building is being used as a maintenance facility.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the DOL.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Outdoor Spent Product Storage Facility
• Battery Storage Facility

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored in this
building include:

• Diesel
• Used Oil
• New Lube Oil
• Gasoline

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Gasoline Rupture 5,200 5,200 West

AST No. 001 GAsoline Overflow 25 25 West

AST No. 001 Gasoline Leakage 100 < 1 West

AST No. 002 Diesel Rupture 2,000 2,000 Northwest

AST No. 002 Diesel Overflow 25 25 Northwest

AST No. 002 Diesel Leakage 100 < 1 Northwest

AST No. 003 Diesel Rupture 5,200 5,200 West

AST No. 003 Diesel Overflow 25 25 West

AST No. 003 Diesel Leakage 100 < 1 West

AST No. 004 Used Oil Rupture 1,000 1,000 West

AST No. 004 Used Oil Overflow 25 25 West

AST No. 004 Used Oil Leakage 100 < 1 West

AST No. 005 Used Oil Rupture 1,000 1,000 West

AST No. 005 Used Oil Overflow 25 25 West

AST No. 005 Used Oil Leakage 100 < 1 West

AST No. 006 Used Oil Rupture 1,000 1,000 Southwest

AST No. 006 Used Oil Overflow 25 25 Southwest

AST No. 006 Used Oil Leakage 100 < 1 Southwest

AST No. 007 Used Oil Rupture 500 500 Northwest

AST No. 007 Used Oil Overflow 25 25 Northwest

AST No. 007 Used Oil Leakage 100 < 1 Northwest
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 008 New Lube Oil Rupture 1,000 1,000 Northwest

AST No. 008 New Lube Oil Overflow 25 25 Northwest

AST No. 008 New Lube Oil Leakage 100 < 1 Northwest

AST No. 009 New Lube Oil Rupture 1,000 1,000 Northwest

AST No. 009 New Lube Oil Overflow 25 25 Northwest

AST No. 009 New Lube Oil Leakage 100 < 1 Northwest

AST No. 010 New Lube Oil Rupture 2,000 2,000 Northwest

AST No. 010 New Lube Oil Overflow 25 25 Northwest

AST No. 010 New Lube Oil Leakage 100 < 1 Northwest

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 5 <1 Not Applicable

Battery Storage Area Hazardous Substance Rupture 5 5 Not Applicable

Battery Storage Area Hazardous Substance Leakage 1 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 Southeast
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Outdoor New Storage POL Leakage 1 < 1 Southeast

Outdoor New Storage POL Rupture 55 55 Southeast

Outdoor New Storage POL Leakage 5 < 1 Southeast

Outdoor Spent Storage Hazardous Substance Rupture 5 5 Southwest

Outdoor Spent Storage Hazardous Substance Leakage 1 < 1 Southwest

Outdoor Battery Storage Hazardous Substance Rupture 5 5 Southeast

Outdoor Battery Storage Hazardous Substance Leakage 1 < 1 Southeast
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Outdoor Spent Product Storage Facility........................................Sorbent Materials
• Battery Storage Facility.................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.
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• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.

In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8010.

1.2  CURRENT OCCUPANT

The building is currently occupied by the Colorado Youth Challenge Corp.

1.3  FUNCTION OF BUILDING

The building is being used as a regional corrections facility.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL spill prevention at this building is the Environmental Protection
Officer (EPO) for the Colorado Youth Challenge Corp.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL storage in and around the building, are provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tanks
• Storage Areas

Table 2-1 presents a prediction of the total quantity of POL, as well as the direction of flow, in
the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No hazardous substances are stored at this building.  POL stored at this building include:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 North

AST No. 001 Diesel Tank Overflow 25 25 North

AST No. 001 Diesel Leakage 100 < 1 North

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Storage Areas ................................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8030.

1.2  CURRENT OCCUPANT

The building is currently occupied by the Division Maintenance Facility.

1.3  FUNCTION OF BUILDING

The building is being used as a maintenance facility.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for Division Maintenance Facility.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Battery Storage Area

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building include:

• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 1,000 1,000 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 100 < 1 South

AST No. 002 Used Oil Rupture 1,000 1,000 South

AST No. 002 Used Oil Overflow 25 25 South

AST No. 002 Used Oil Leakage 100 < 1 South

AST No. 003 Used Oil Rupture 1,000 1,000 South

AST No. 003 Used Oil Overflow 25 25 South

AST No. 003 Used Oil Leakage 100 < 1 South

AST No. 004 Used Oil Rupture 1,000 1,000 Not Applicable

AST No. 004 Used Oil Overflow 25 25 Not Applicable

AST No. 004 Used Oil Leakage 100 < 1 Not Applicable

Maintenance Facility POL Rupture 5 5 Not Applicable

Maintenance Facility POL Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Battery Storage Area Hazardous Substance Rupture 5 5 Not Applicable
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Battery Storage Area Hazardous Substance Leakage 1 < 1 Not Applicable

Oil Storage Area POL Rupture 55 55 Not Applicable

Oil Storage Area POL Leakage 5 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 South

Outdoor New Storage POL Leakage 1 < 1 South

Outdoor New Storage POL Rupture 55 55 South

Outdoor New Storage POL Leakage 1 < 1 South
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Battery Storage Area .....................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG08030.DOC

11

6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 8099
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8099.

1.2  CURRENT OCCUPANT

The building is currently occupied by a sewage pump station.

1.3  FUNCTION OF BUILDING

The building is being used as a pump station.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the DPW.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tank

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored in this building.  POL stored at this building include:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 South

AST No. 001 Diesel Tank Overflow 25 25 South

AST No. 001 Diesel Leakage 100 < 1 South
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment is present on two of the three aboveground storage tanks present at this
building.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 8110
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8110.

1.2  CURRENT OCCUPANT

The building is currently occupied by the MATES 64.

1.3  FUNCTION OF BUILDING

The building is being used as a mobilization and training equipment facility.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the MATES.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Storage Areas
• Outdoor New Product Storage Area
• Indoor Maintenance Facility

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building includes:

• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 1,000 1,000 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 100 < 1 South

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 5 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 Southwest

Outdoor New Storage POL Leakage 1 < 1 Southwest
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Area..............................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 8142
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8142.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 68th Support Battalion.

1.3  FUNCTION OF BUILDING

The building is being used as a maintenance shop.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 68th Support Battalion.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Battery Storage Facility
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored in this
building includes:

• Used Oil
• JP-8

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 500 500 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 50 < 1 South

AST No. 002 Used Oil Rupture 500 500 South

AST No. 002 Used Oil Overflow 25 25 South

AST No. 002 Used Oil Leakage 50 < 1 South

Mobile Storage JP-8 Rupture 400 400 West

Mobile Storage JP-8 Overflow 25 25 West

Mobile Storage JP-8 Leakage 100 < 1 West

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Oil Storage Area POL Rupture 5 5 Not Applicable

Oil Storage Area POL Leakage 1 < 1 Not Applicable

Outdoor New Storage Hazardous Substance Rupture 5 5 East

Outdoor New Storage Hazardous Substance Leakage 1 < 1 East

Battery Storage Hazardous Substance Rupture 5 5 Northeast
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Battery Storage Hazardous Substance Leakage 1 < 1 Northeast
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY







D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG08142.DOC

6

3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Battery Storage Facility.................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8152.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 68th Support Battalion.

1.3  FUNCTION OF BUILDING

The building is being used as a vehicle maintenance shop.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 68th Support Battalion.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Underground Storage Tanks
• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building includes:

• Used Oil
• Diesel
• Gasoline
• JP - 8

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

UST No. 001 JP – 8 Rupture 20,000 20,000 South

UST No. 001 JP – 8 Overflow 25 25 South

UST No. 001 JP – 8 Leakage 100 < 1 South

UST No. 002 Gasoline Rupture 20,000 20,000 South

UST No. 002 Gasoline Overflow 25 25 South

UST No. 002 Gasoline Leakage 100 < 1 South

UST No. 003 Diesel Rupture 20,000 20,000 South

UST No. 003 Diesel Overflow 25 25 South

UST No. 003 Diesel Leakage 100 < 1 South

AST No. 001 Used Oil Rupture 500 500 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 50 < 1 South

AST No. 002 Used Oil Rupture 500 500 South

AST No. 002 Used Oil Overflow 25 25 South

AST No. 002 Used Oil Leakage 50 < 1 South

AST No. 003 Used Oil Rupture 500 500 South

AST No. 003 Used Oil Overflow 25 25 South

AST No. 003 Used Oil Leakage 50 < 1 South

AST No. 004 Used Oil Rupture 500 500 South

AST No. 004 Used Oil Overflow 25 25 South

AST No. 004 Used Oil Leakage 50 < 1 South
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Mobile Storage JP-8 Rupture 500 500 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South

Mobile Storage JP-8 Rupture 250 250 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 South

Outdoor New Storage POL Leakage 1 < 1 South

Outdoor New Storage POL Rupture 55 55 Southeast

Outdoor New Storage POL Leakage 1 < 1 Southeast
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Underground Storage Tanks..............................................................Not Applicable
• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Mobile Storage ..............................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.
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• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.

In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8200.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 64th Forward Support Battalion.

1.3  FUNCTION OF BUILDING

The building is being used as a vehicle maintenance shop.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 64th Forward Support Battalion.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building includes:

• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 1,000 1,000 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 100 < 1 South

AST No. 002 Used Oil Rupture 1,000 1,000 Southeast

AST No. 002 Used Oil Overflow 25 25 Southeast

AST No. 002 Used Oil Leakage 100 < 1 Southeast

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 5,000 5,000 Not Applicable

Storage Areas POL Leakage 100 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 Southeast

Outdoor New Storage POL Leakage 1 < 1 Southeast
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8300.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 3rd ACR.

1.3  FUNCTION OF BUILDING

The building is being used as a motor pool.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 3rd ACR.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building includes:

• Used Oil
• Gasoline
• Diesel
• JP-8

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 1,000 1,000 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 100 < 1 South

Mobile Storage JP-8 Rupture 500 500 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South

Mobile Storage Gasoline Rupture 500 500 South

Mobile Storage Gasoline Overflow 25 25 South

Mobile Storage Gasoline Leakage 100 < 1 South

Mobile Storage Diesel Rupture 500 500 South

Mobile Storage Diesel Overflow 25 25 South

Mobile Storage Diesel Leakage 100 < 1 South

Mobile Storage Gasoline Rupture 5000 5000 South

Mobile Storage Gasoline Overflow 25 25 South

Mobile Storage Gasoline Leakage 100 < 1 South

Mobile Storage JP-8 Rupture 5000 5000 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South

Mobile Storage JP-8 Rupture 2000 2000 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 West

Outdoor New Storage POL Leakage 1 < 1 West
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Mobile Storage`.............................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8472.

1.2  CURRENT OCCUPANT

The building is currently occupied by the Colorado National Guard.

1.3  FUNCTION OF BUILDING

The building is being used as a vehicle maintenance facility.

1.4  LOCATION OF BUILDING

The building is located in a state owned National Guard Area.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the National Guard.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL storage in and around the building, are provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Area

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No inventory of the hazardous substances stored at this building are available.  POL stored at this
building include:

• Used Oil
• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 4,000 4,000 South

AST No. 001 Used Oil Overflow 25 25 South

AST No. 001 Used Oil Leakage 100 < 1 South

AST No. 002 Diesel Rupture 500 500 South

AST No. 002 Diesel Overflow 25 25 South

AST No. 002 Diesel Leakage 50 < 1 South

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Area Hazardous Substance Rupture 5 5 Not Applicable

Storage Area Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Area POL Rupture 5 5 Not Applicable

Storage Area POL Leakage 1 < 1 Not Applicable

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 Southeast

Outdoor New Storage POL Leakage 1 < 1 Southeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Area..............................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 8930.

1.2  CURRENT OCCUPANT

The building is currently occupied by the US Army Reserves.

1.3  FUNCTION OF BUILDING

The building is being used as a equipment concentration site.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the US Army Reserves.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Vehicle Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No hazardous substances are stored at this building.  POL stored at this building include:

• Used Oil
• Diesel
• JP-8
• Kerosene

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 South

AST No. 001 Diesel Overflow 25 25 South

AST No. 001 Diesel Leakage 100 < 1 South

AST No. 002 JP-8 Rupture 500 500 South

AST No. 002 JP-8 Overflow 25 25 South

AST No. 002 JP-8 Leakage 50 < 1 South

AST No. 003 Diesel Rupture 2,000 2,000 South

AST No. 003 Diesel Overflow 25 25 South

AST No. 003 Diesel Leakage 100 < 1 South

AST No. 004 Kerosene Rupture 1,000 1,000 South

AST No. 004 Kerosene Overflow 25 25 South

AST No. 004 Kerosene Leakage 100 < 1 South

AST No. 005 Used Oil Rupture 1,000 1,000 South

AST No. 005 Used Oil Overflow 25 25 South

AST No. 005 Used Oil Leakage 100 < 1 South

AST No. 006 JP-8 Rupture 2,000 2,000 South

AST No. 006 JP-8 Overflow 25 25 South

Ast No. 006 JP-8 Leakage 100 < 1 South

Mobile Storage JP-8 Rupture 2,000 2,000 South

Mobile Storage JP-8 Overflow 25 25 South

Mobile Storage JP-8 Leakage 100 < 1 South
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Area POL Rupture 55 55 Not Applicable

Storage Area POL Leakage 5 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 South

Outdoor New Storage POL Leakage 1 < 1 South
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Vehicle Maintenance Facility........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials
• Mobile Storage ..............................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 9072
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9072.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 3/3rd ACR.

1.3  FUNCTION OF BUILDING

The building is being used as a motor pool.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 3/3rd ACR.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Underground Storage Tanks
• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
facility includes:

• Used Oil
• JP - 8
• Gasoline

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09072.DOC

3

Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

UST No. 001 JP - 8 Rupture 20,000 20,000 North

UST No. 001 JP - 8 Overflow 25 25 North

UST No. 001 JP - 8 Leakage 100 < 1 North

UST No. 002 Gasoline Rupture 20,000 20.000 North

UST No. 002 GAsoline Overflow 25 25 North

UST No. 002 Gasoline Leakage 100 < 1 North

UST No. 003 JP - 8 Rupture 20,000 20,000 West

UST No. 003 JP - 8 Overflow 25 25 West

UST No. 003 JP - 8 Leakage 100 < 1 West

AST No. 001 Used Oil Rupture 1,000 1,000 West

AST No. 001 Used Oil Overflow 25 25 West

AST No. 001 Used Oil Leakage 100 < 1 West

AST No. 002 Used Oil Rupture 1,000 1,000 West

AST No. 002 Used Oil Overflow 25 25 West

AST No. 002 Used Oil Leakage 100 < 1 West

Mobile Storage JP-8 Rupture 2,000 ea. 2,000 ea. Northeast

Mobile Storage JP-8 Overflow 25 25 Northeast

Mobile Storage JP-8 Leakage 100 < 1 Northeast

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Area POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Underground Storage Tanks........................................................................Convault
• Aboveground Storage Tanks .............................................................Not Applicable
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Mobile Storage ..............................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09072.DOC

12

RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDINGS 9247, 9248, and 9249
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building numbers for which this plan has been developed are
Buildings 9247, 9248, and 9249.

1.2  CURRENT OCCUPANT

The buildings are currently occupied by the DECAM.

1.3  FUNCTION OF BUILDING

The buildings are being used as a hazardous waste storage facility.

1.4  LOCATION OF BUILDING

The buildings are located in the Range Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at these buildings is
the Environmental Protection Officer (EPO) for the DECAM.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around these buildings, as well as the locations
of POL and hazardous substance storage in and around the buildings, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Storage Areas
• Satellite Accumulation Point

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Because the hazardous substances stored at these buildings vary, and are only stored for short
periods of time, no inventory is available.  POL stored at this building includes:

• Used Oil
• Hazardous Waste

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 250 250 East

AST No. 001 Used Oil Tank Overflow 25 25 East

AST No. 001 Used Oil Leakage 50 < 1 East

Storage Areas Hazardous Substances Rupture 5 5 Not Applicable

Storage Areas Hazardous Substances Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Satellite Accumulation Point Hazardous Waste Rupture 55 55 Not Applicable

Satellite Accumulation Point Hazardous Waste Leakage 5 < 1 Not Applicable

Storage Areas POL Rupture 55 55 Not Applicable

Storage Areas POL Leakage 5 < 1 Not Applicable
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault
• Storage Areas ................................................................................Sorbent Materials
• Satellite Accumulation Point.........................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description
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Professional Engineer
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ATTACHMENT 1 BUILDING 9277
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9277.

1.2  CURRENT OCCUPANT

The building is currently occupied by the Seabees Reserve.

1.3  FUNCTION OF BUILDING

The building is being used as a drill site.

1.4  LOCATION OF BUILDING

The building is located in the Range Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the Seabees Reserve.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL storage in and around the building, are provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No hazardous substances are stored at this building.  POL stored at this building includes:

• Used Oil
• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 South

AST No. 001 Diesel Tank Overflow 25 25 South

AST No. 001 Diesel Leakage 100 < 1 South

AST No. 002 Used Oil Rupture 500 500 South

AST No. 002 Used Oil Tank Overflow 25 25 South

AST No. 002 Used Oil Leakage 50 < 1 South

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Area POL Rupture 5 5 Not Applicable

Storage Area POL Leakage 1 < 1 Not Applicable

Outdoor New Storage POL Rupture 5 5 Southeast

Outdoor New Storage POL Leakage 1 < 1 Southeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  GENERAL

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 9300



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09300.DOC

1

1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9300.

1.2  CURRENT OCCUPANT

The building is currently occupied by the DECAM Wildlife Branch.

1.3  FUNCTION OF BUILDING

The building is being used as a fish and wildlife facility.

1.4  LOCATION OF BUILDING

The building is located in the Range Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the DECAM Wildlife Branch.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.



Hazardous Materials
Inventory

January 2004

Storage
Location Map

Building 9300
Wildlife Motor Pool
Fort Carson, CO

Approximate Scale
1" = 50'

0 50 10025

X X X X X X X X X X X X X X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

9' Security Fence
(Topped with Barbed Wire)

2,000-Gallon
Gasoline Convault 2,000 Gallon

Diesel Convault

Yellow Storage Cabinets
(Pesticides/POL)

Stormwater Diversion Ditch

Fence
Tank Location
Pad-Mounted Transformer
Direction of Flow

X X

9301

9300

Education
Center



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09300.DOC

2

2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Storage Areas

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No hazardous substances are stored at this facility.  POL stored at this building includes:

• Gasoline
• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Gasoline Rupture 2,000 2,000 East

AST No. 001 Gasoline Tank Overflow 25 25 East

AST No. 001 Gasoline Leakage 100 < 1 East

AST No. 002 Diesel Rupture 2,000 2,000 East

AST No. 002 Diesel Tank Overflow 25 25 East

AST No. 002 Diesel Leakage 100 < 1 East

Storage Area POL Rupture 5 5 Not Applicable

Storage Area POL Leakage 1 < 1 Not Applicable



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09300.DOC

4

3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks ............................................................Convault, Berm
• Storage Areas ................................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 9418
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9418.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 60th ORD.

1.3  FUNCTION OF BUILDING

The building is being used for storage.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL spill prevention at this building is the Environmental Protection
Officer (EPO) for the ORD.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL in and around the building, are provided in the pages following Section 1.0.



Hazardous Materials
Inventory

January 2004

Storage
Location Map

Approximate Scale
1" = 40'

0 40 8020

Building 9418
Ammunition Storage Point

Fort Carson, CO

94
18 Parking

1,000-Gallon
Diesel

Convault

R
t. 

2 
- 

W
ild

er
ne

ss
 R

oa
d

Tank Location
Pole-Mounted Transformer
Direction of Flow



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\Blg09418.doc

2

2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tank

Table 2-1 presents a prediction of the total quantity of POL, as well as the direction of flow, in
the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL stored at this building is:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 Not Applicable

AST No. 001 Diesel Tank Overflow 25 25 Not Applicable

AST No. 001 Diesel Leakage 50 < 1 Not Applicable
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\Blg09418.doc

5

In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building numbers for which this plan has been developed are Building
9550 and Building 9551.

1.2  CURRENT OCCUPANT

The buildings are currently occupied by Range Control.

1.3  FUNCTION OF BUILDING

The buildings are being used as a range control.

1.4  LOCATION OF BUILDING

The buildings are located in the Range Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at these buildings is
the Environmental Protection Officer (EPO) for the Range Control.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around these buildings, as well as the locations
of POL and hazardous substance storage in and around the buildings, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at these buildings that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at these buildings is included in List 2-1.  POL stored at these
buildings includes:

• Used Oil
• Diesel
• Gaseoline

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 500 500 North

AST No. 001 Used Oil Tank Overflow 25 25 North

AST No. 001 Used Oil Leakage 100 < 1 North

AST No. 002 Gasoline Rupture 1,000 1,000 North

AST No. 002 Gasoline Tank Overflow 25 25 North

AST No. 002 Gasoline Leakage 100 < 1 North

AST No. 003 Diesel Rupture 1,000 1,000 North

AST No. 003 Diesel Tank Overflow 25 25 North

AST No. 003 Diesel Leakage 100 < 1 North

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Storage POL/Hazardous Substance Rupture 5 5 Not Applicable

Storage POL/Hazardous Substance Leakage 1 < 1 Not Applicable
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in these buildings (see
Section 2.1) must have appropriate containment and/or diversionary structures or equipment to
prevent a spill of hazardous substances from reaching a navigable water course.  The
containment and/or diversionary structures or equipment provided to prevent migration of spills
from potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.

In the event of a spill of a hazardous substance, building personnel will:
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• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDINGS 9602, 9610 and 9635
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building numbers for which this plan has been developed are
Buildings 9602, 9610, and 9635.

1.2  CURRENT OCCUPANT

The buildings are currently occupied by the Air Traffic Control.

1.3  FUNCTION OF BUILDING

The buildings are being used for air traffic control.

1.4  LOCATION OF BUILDING

The buildings are located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at these buildings is
the Environmental Protection Officer (EPO) for the Air Traffic Control.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around these buildings, as well as the locations
of POL and hazardous substance storage in and around the buildings, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tank

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at these buildings.  POL stored at these buildings include:

• Diesel
• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 West

AST No. 001 Diesel Tank Overflow 25 25 West

AST No. 001 Diesel Leakage 100 < 1 West

AST No. 002 Diesel Rupture 500 500 West

AST No. 002 Diesel Tank Overflow 25 25 West

AST No. 002 Diesel Leakage 100 < 1 West

AST No. 003 Used Oil Rupture 1,000 1,000 West

AST No. 003 Used Oil Tank Overflow 25 25 West

AST No. 003 Used Oil Leakage 100 < 1 West

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in these building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9604.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 4/3rd ACR Flight Operations.

1.3  FUNCTION OF BUILDING

The building is being used as an aircraft hangar.

1.4  LOCATION OF BUILDING

The building is located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for 4/3rd ACR.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tank
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Battery Storage Area

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building includes:

• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 1,000 1,000 North

AST No. 001 Used Oil Overflow 25 25 North

AST No. 001 Used Oil Leakage 100 < 1 North

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Battery Storage Area Hazardous Substance Rupture 5 5 Not Applicable

Battery Storage Area Hazardous Substance Leakage 1 < 1 Not Applicable

Outside New Storage POL Rupture 5 5 Not Available

Outside New Storage POL Leakage 1 < 1 Not Available
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor New Product Storage Facility .........................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building numbers for which this plan has been developed are
Buildings 9606 and 9620.

1.2  CURRENT OCCUPANT

The buildings are currently occupied by the 4/3rd ACR.

1.3  FUNCTION OF BUILDING

The buildings are being used for aircraft maintenance and fueling.

1.4  LOCATION OF BUILDING

The buildings are located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at these buildings is
the Environmental Protection Officer (EPO) for the 4/3rd ACR.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around these buildings, as well as the locations
of POL and hazardous substance storage in and around the buildings, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at these buildings that could potentially produce a
significant spill of POL or hazardous substances are:

• Underground Storage Tanks
• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

No hazardous substances are stored at Building 9606.  The hazardous substances stored at
Building 9620 are presented in List 2-1.  POL stored at these buildings include:

• JP-8
• Used Oil
• Fuel Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

UST No. 001 (9606) JP-8 Rupture 20,000 20,000 West

UST No. 001 (9606) JP-8 Tank Overflow 25 25 West

UST No. 001 (9606) JP-8 Leakage 100 < 1 West

UST No. 002 (9606) JP-8 Rupture 30,000 30,000 West

UST No. 002 (9606) JP-8 Tank Overflow 25 25 West

UST No. 002 (9606) JP-8 Leakage 100 < 1 West

UST No. 003 (9606) JP-8 Rupture 30,000 30,000 West

UST No. 003 (9606) JP-8 Tank Overflow 25 25 West

UST No. 003 (9606) JP-8 Leakage 100 < 1 West

UST No. 004 (9606) JP-8 Rupture 500 500 West

UST No. 004 (9606) JP-8 Tank Overflow 25 25 West

UST No. 004 (9606) JP-8 Leakage 50 < 1 West

UST No. 1 (9620) Fuel Oil Rupture 17,500 17,500 West

UST No. 1 (9620) Fuel Oil Tank Overflow 25 25 West

UST No. 1 (9620) Fuel Oil Leakage 100 < 1 West

AST No. 001 Used Oil Rupture 1,000 1,000 Southwest

AST No. 001 Used Oil Overflow 25 25 Southwest

AST No. 001 Used Oil Leakage 100 < 1 Southwest

Maintenance Facility POL; Hazardous
Substance

Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous
Substance

Leakage 1 < 1 Not Applicable
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Parts Washers Hazardous Substance Rupture 35 35 Not Applicable

Parts Washers Hazardous Substance Leakage 5 < 1 Not Applicable
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in these buildings (see
Section 2.1) must have appropriate containment and/or diversionary structures or equipment to
prevent a spill of hazardous substances from reaching a navigable water course.  The
containment and/or diversionary structures or equipment provided to prevent migration of spills
from the buildings potential spill sources are:

• Underground Storage Tanks..............................................................Not Applicable
• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in these buildings are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building numbers for which this plan has been developed are
Buildings 9609 and 9613.

1.2  CURRENT OCCUPANT

The buildings are currently owned by the Department of Public Works.

1.3  FUNCTION OF BUILDING

The buildings are being used as a heating plant (9609) and as a pumphouse (9613).

1.4  LOCATION OF BUILDING

The buildings are located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and spill prevention at these buildings is the Environmental
Protection Officer (EPO) for the DPW.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL storage in and around the building, are provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at these buildings that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tank

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL stored at this building include:

• Fuel Oil
• Used Oil
• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Fuel Oil Rupture 5,200 5,200 North

AST No. 001 Fuel Oil Tank Overflow 25 25 North

AST No. 001 Fuel Oil Leakage 100 < 1 North

AST No. 002 Fuel Oil Rupture 5,200 5,200 North

AST No. 002 Fuel Oil Tank Overflow 25 25 North

AST No. 002 Fuel Oil Leakage 100 < 1 North

AST No. 003 Used Oil Rupture 1,000 1,000 North

AST No. 003 Used Oil Tank Overflow 25 25 North

AST No. 003 Used Oil Leakage 100 < 1 North

AST No. 004 Diesel Rupture 500/500 500/500 North

AST No. 004 Diesel Tank Overflow 25 25 North

AST No. 004 Diesel Leakage 100 < 1 North
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description
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Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9628.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 4th Brigade.

1.3  FUNCTION OF BUILDING

The building is being used as a motor pool.

1.4  LOCATION OF BUILDING

The building is located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 4th Brigade.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Underground Storage Tanks
• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas
• Outdoor New Product Storage Facility
• Mobile Storage

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building include:

• JP - 8
• Gasoline
• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

UST No. 001 JP - 8 Rupture 12,000 12,000 North

UST No. 001 JP - 8 Overflow 25 25 North

UST No. 001 JP - 8 Leakage 100 < 1 North

UST No. 002 JP - 8 Rupture 12,000 12,000 North

UST No. 002 JP - 8 Overflow 25 25 North

UST No. 002 JP - 8 Leakage 100 < 1 North

UST No. 003 MOGAS Rupture 6,000 6,000 North

UST No. 003 MOGAS Overflow 25 25 North

UST No. 003 MOGAS Leakage 100 < 1 North

AST No. 001 Used Oil Rupture 1,000 1,000 North

AST No. 001 Used Oil Overflow 25 25 North

AST No. 001 Used Oil Leakage 100 < 1 North

AST No. 002 Used Oil Rupture 1,000 1,000 North

AST No. 002 Used Oil Overflow 25 25 North

AST No. 002 Used Oil Leakage 100 < 1 North

Mobile Storage JP-8 Rupture 500 ea. 500 ea. Southeast

Mobile Storage JP-8 Overflow 25 25 Southeast

Mobile Storage JP-8 Leakage 100 < 1 Southeast

Mobile Storage JP-8 Rupture 2,400 ea. 2,400 ea. Southeast

Mobile Storage JP-8 Overflow 100 < 1 Southeast

Mobile Storage JP-8 Leakage 2,400 ea. 2,400 ea. Southeast
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable

Outdoor Storage POL Rupture 5 5 Southeast

Outdoor Storage POL Leakage 1 < 1 Southeast
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Underground Storage Tanks..............................................................Not Applicable
• Aboveground Storage Tanks .......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials
• Outdoor Product Storage Facility..................................................Sorbent Materials
• Mobile Storage ..............................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.
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• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.

In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description
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Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9633.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 4/3rd ACR.

1.3  FUNCTION OF BUILDING

The building is being used as an aircraft hangar.

1.4  LOCATION OF BUILDING

The building is located in Butt's Airfield of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the 4/3rd ACR.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Indoor Maintenance Facility
• Storage Areas

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

The hazardous substances stored at this building are presented in List 2-1.  POL stored at this
building include:

• Used Oil
• JP-8

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Used Oil Rupture 500 500 East

AST No. 001 Used Oil Overflow 25 25 East

AST No. 001 Used Oil Leakage 50 < 1 East

AST No. 002 JP-8 Rupture 250/250 250/250 East

AST No. 002 JP-8 Overflow 25/25 25/25 East

AST No. 002 JP-8 Leakage 50/50 < 1/< 1 East

Maintenance Facility POL; Hazardous Substance Rupture 5 5 Not Applicable

Maintenance Facility POL; Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas Hazardous Substance Rupture 5 5 Not Applicable

Storage Areas Hazardous Substance Leakage 1 < 1 Not Applicable

Storage Areas POL Rupture 5 5 Not Applicable

Storage Areas POL Leakage 1 < 1 Not Applicable
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LIST 2-1
HAZARDOUS SUBSTANCES INVENTORY
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks ......................................................................Convault
• Indoor Maintenance Facility..........................................................Sorbent Materials
• Storage Areas ................................................................................Sorbent Materials

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG09633.DOC

7

4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 9733.

1.2  CURRENT OCCUPANT

The building is currently occupied by the 60th ORD.

1.3  FUNCTION OF BUILDING

The building is being used for storage.

1.4  LOCATION OF BUILDING

The building is located in the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL spill prevention at this building is the Environmental Protection
Officer (EPO) for the 60th ORD.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL in and around the building, are provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tank

Table 2-1 presents a prediction of the total quantity of POL, as well as the direction of flow, in
the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL stored at this building is:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 Northeast

AST No. 001 Diesel Tank Overflow 25 25 Northeast

AST No. 001 Diesel Leakage 50 < 1 Northeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 10009
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 10009.

1.2  CURRENT OCCUPANT

The building is currently occupied by the Fire Department.

1.3  FUNCTION OF BUILDING

The building is being used as a Fire Station.

1.4  LOCATION OF BUILDING

The building is located in Turkey Creek Ranch of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the Fire Department.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.



Hazardous Materials
Inventory

January 2004

Storage
Location Map

Building 10009
Fire Station Storage

Fort Carson, CO

Approximate Scale
1" = 200'

0 200 400100

Softball
Field

10000

Covered
Shelter Volleyball

Court

Gazebo
Basketball

Court

Covered
Shelter Volleyball

Court

Play-
ground

10001

10006

10002

Storage
10009

Fire
Station

Turkey
Town

Play
Ground

Ft.
Turkey

1,000-Gallon
Diesel

Convault

Silos

10015

10014

10013

10018

Stge.
Bld.

T
ur

ke
y 

C
re

ek
 L

an
e

X
XX

X X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X
X

X

X

X

X

X
X

X
X

X
X

X

X

X

X X X

X
X

X

X

X

Silo

Turkey Creek

Fence
Tank Location
Pole-Mounted Transformer

X X

Route 115



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\Blg10009.doc

2

2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL present at this building include:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 1,000 1,000 Southeast

AST No. 001 Diesel Tank Overflow 25 25 Southeast

AST No. 001 Diesel Leakage 100 < 1 Southeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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ATTACHMENT 1 BUILDING 10013



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG10013.DOC

1

1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado building number for which this plan has been developed is
Building 10013.

1.2  CURRENT OCCUPANT

The building is currently occupied by the DCA.

1.3  FUNCTION OF BUILDING

The building is being used as part of a recreation area.

1.4  LOCATION OF BUILDING

The building is located in Turkey Creek Ranch of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the DCS.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL present at this building include:

• Diesel
• Gasoline

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Gasoline Rupture 1,000 1,000 South

AST No. 001 Gasoline Tank Overflow 25 25 South

AST No. 001 Gasoline Leakage 100 < 1 South

AST No. 002 Diesel Rupture 1,000 1,000 Southeast

AST No. 002 Diesel Tank Overflow 25 25 Southeast

AST No. 002 Diesel Leakage 100 < 1 Southeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\BLG10013.DOC

9

6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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Change
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1.0 GENERAL INFORMATION

1.1  SITE NUMBER

The Fort Carson Colorado site for which this plan has been developed is Pump Station 9299.

1.2  CURRENT OCCUPANT

The site is currently occupied by the Department of Public Works (DPW).

1.3  FUNCTION OF SITE

The site is being used as a as a pump station.

1.4  LOCATION OF SITE

The site is located south of the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this site is the
Environmental Protection Officer (EPO) for the DPW.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this site, as well as the location of POL,
is provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this site that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL, as well as the direction of flow, in
the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this site.  POL stored at this site include:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 500 500 East

AST No. 001 Diesel Tank Overflow 25 25 East

AST No. 001 Diesel Leakage 50 < 1 East
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities at this site (see Section 2.1)
must have appropriate containment and/or diversionary structures or equipment to prevent a spill
of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the sites
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
at this site are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), site personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the site for
spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, site personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), site personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the site for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, site personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the site's storage, handling, and transfer
facilities.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\Butts Road 9299.doc

7

5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the site experience a reportable spill
event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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1.0 GENERAL INFORMATION

1.1  SITE NUMBER

The Fort Carson Colorado site for which this plan has been developed is Pump Station 9699.

1.2  CURRENT OCCUPANT

The site is currently occupied by the Department of Public Works (DPW).

1.3  FUNCTION OF SITE

The site is being used as a as a pump station.

1.4  LOCATION OF SITE

The site is located south of the Cantonment Area of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this site is the
Environmental Protection Officer (EPO) for the DPW.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this site, as well as the location of POL,
is provided in the pages following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this site that could potentially produce a
significant spill of POL are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL, as well as the direction of flow, in
the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this site.  POL stored at this site include:

• Diesel

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL and the direction and rate of flow
from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Diesel Rupture 500 500 East

AST No. 001 Diesel Tank Overflow 25 25 East

AST No. 001 Diesel Leakage 50 < 1 East
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities at this site (see Section 2.1)
must have appropriate containment and/or diversionary structures or equipment to prevent a spill
of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the sites
potential spill sources are:

• Aboveground Storage Tank.........................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
at this site are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), site personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the site for
spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, site personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), site personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the site for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, site personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the site's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the site experience a reportable spill
event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado area for which this plan has been developed is the MPRC Range.

1.2  CURRENT OCCUPANT

The site is currently occupied by the G-3 Range Control.

1.3  FUNCTION OF BUILDING

The site is being used as support for the MPRC Range.

1.4  LOCATION OF BUILDING

The site is located at the MPRC Range of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the G-3 Range Control.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks
• Underground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL present at this building include:

• Diesel
• Gasoline
• Used Oil

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

UST No. 1 Used Oil Rupture 1,000 1,000 Southwest

UST No. 1 Used Oil Tank Overflow 25 25 Southwest

UST No. 1 Used Oil Leakage 100 < 1 Southwest

AST No. 001 Gasoline Rupture 1,000 1,000 Southwest

AST No. 001 Gasoline Tank Overflow 25 25 Southwest

AST No. 001 Gasoline Leakage 100 < 1 Southwest

AST No. 002 Diesel Rupture 2,000 2,000 Southwest

AST No. 002 Diesel Tank Overflow 25 25 Southwest

AST No. 002 Diesel Leakage 100 < 1 Southwest

Parts Washer Hazardous Substance Rupture 35 35 Not Applicable

Parts Washer Hazardous Substance Leakage 5 < 1 Not Applicable

Storage Area POL Rupture 5 5 Not Applicable

Storage Area POL Leakaage 1 < 1 Not Applicable
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault
• Underground Storage Tanks..............................................................Not Applicable

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.
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SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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Change
Number Date Change/Amendment Description
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Professional Engineer
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1.0 GENERAL INFORMATION

1.1  BUILDING NUMBER

The Fort Carson Colorado area for which this plan has been developed is Range 109.

1.2  CURRENT OCCUPANT

The site is currently occupied by the G-3 Range Control.

1.3  FUNCTION OF BUILDING

The site is being used as support for Range 109.

1.4  LOCATION OF BUILDING

The site is located at Range 109 of Fort Carson, Colorado.

1.5  RESPONSIBLE PERSON

The person responsible for POL and hazardous substance spill prevention at this building is the
Environmental Protection Officer (EPO) for the G-3 Range Control.

1.6  SITE MAPS

Site maps that show the drainage patterns in and around this building, as well as the locations of
POL and hazardous substance storage in and around the building, are provided in the pages
following Section 1.0.
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2.0 INVENTORY

2.1  FACILITY INVENTORY

The storage, handling, and transfer facilities at this building that could potentially produce a
significant spill of POL or hazardous substances are:

• Aboveground Storage Tanks

Table 2-1 presents a prediction of the total quantity of POL or hazardous substance, as well as the
direction of flow, in the event of a major spill.

2.2  POL AND HAZARDOUS SUBSTANCE INVENTORY

Hazardous substances are not stored at this building.  POL present at this building include:

• Diesel
• Gasoline

2.3  SPILL PREDICTIONS

Table 2-1 presents predictions of the total quantity of POL or hazardous substance and the
direction and rate of flow from each source in the event of a major spill.
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Table 2-1
Spill Predictions

Potential Spill Source Type of Substance Major Type of Failure
Total Quantity of Spill

(gallons)
Rate of Flow

(gallons/minute) Direction of Flow

AST No. 001 Gasoline Rupture 1,000 1,000 South

AST No. 001 Gasoline Tank Overflow 25 25 South

AST No. 001 Gasoline Leakage 100 < 1 South

AST No. 002 Diesel Rupture 1,000 1,000 Southeast

AST No. 002 Diesel Tank Overflow 25 25 Southeast

AST No. 002 Diesel Leakage 100 < 1 Southeast
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3.0 SPILL CONTROL STRUCTURES, EQUIPMENT, AND COUNTERMEASURES

3.1  SPILL CONTROL STRUCTURES

At a minimum, each of the storage, handling, and transfer facilities in this building (see Section
2.1) must have appropriate containment and/or diversionary structures or equipment to prevent a
spill of hazardous substances from reaching a navigable water course.  The containment and/or
diversionary structures or equipment provided to prevent migration of spills from the buildings
potential spill sources are:

• Aboveground Storage Tanks .......................................................................Convault

3.2  SPILL CONTROL EQUIPMENT

The spill control equipment and materials used to respond to POL and hazardous substance spills
in this building are located in the storage area.

3.3  SPILL COUNTERMEASURES

In the event of a POL spill of less than 5 gallons (18.9 liters), building personnel will:

• Stop any additional POL spillage from the spill source.

• Immediately clean up the spill using the materials and equipment stored at the building
for spill diversion and containment.

• If a POL spill is near a drain or drainage ditch, building personnel should prevent the spill
from entering the drain or drainage ditch prior to cleaning up the spill.

In the event of a POL spill of greater than 5 gallons (18.9 liters), building personnel will:

• Immediately call the Installation Fire Department at 911.

• Stop any additional POL spillage from the spill source.

• Prevent the POL spill from entering any drain or drainage ditch by using the materials and
equipment stored at the building for spill diversion and containment.

• Stand-by for the Fire Department if there is a fire hazard from the POL spill or if the
health and safety of personnel is endangered.  Do not attempt to divert or contain the POL
spill if hazardous environments are present.
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In the event of a spill of a hazardous substance, building personnel will:

• Immediately consult the MSDS sheets at the spill location for the substance spilled and
follow the spill cleanup directions in the MSDS.

• Immediately call the Installation Fire Department at 911 if the materials and equipment
specified by the MSDS for spill cleanup are not available or if there are any questions or
confusion concerning fire hazards, personnel health and safety,  or appropriate use of spill
cleanup materials and equipment.

• Stop any additional POL spillage from the spill source.

• Prevent the spill from entering any drain or drainage ditch by using the materials and
equipment specified in the MSDS.

• Immediately call the Installation Fire Department at 911 if the hazardous substance spill
enters a drain or drainage ditch.
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4.0 DEFICIENCIES

4.1  SPILL CONTAINMENT DEFICIENCIES

No spill containment deficiencies were identified at the building's storage, handling, and transfer
facilities.
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5.0 SPILL HISTORY

5.1  SPILL HISTORY

No spills have been reported at this facility during the past 12 months.

5.2  SPILL REPORT

If the storage, handling, or transfer facilities associated with the building experience a reportable
spill event, the following form should be completed and attached to this plan.



D:\PROJECTS\800972.0100 FORT CARSON\Jan 2001 SPCC\Attachmt\Range109.DOC

8

SPILL REPORT FORM

UNIT: ________________________________

DATE/TIME: _____________/____________ PHONE: ________________________

1.  The following information is needed in the event of a POL or Hazardous Substance Spill:

A. Name and phone number of person discovering spill ____________________________

B. Date and Time spill occurred __________________/______________

C. Location of Spill _________________________________________________________

D.  Type of material spilled ___________________________________________________

E.  Estimated Quantity of material spilled (Gallons) _______________________________

F.  Cause of spill ___________________________________________________________

G.  Affected resources or facilities ______________________________________________

H.  Did spilled material enter any Drains or Ditches?      Yes________   No________

I.  Estimated quantity and type of contaminated soil, dry sweep and/or other clean-up materials
expended _________________________________________________________

J.  Description of clean-up or other remedial action taken  

2. IAW FC 200-1 all spills of more than 5 gallons, or covering more than 100 square feet, and/or any
amount entering a drain or ditch must be reported to the Fort Carson, Fire Department at 911.

3. The DECAM POC for this report and clearance is _________________ at ________________

FC form 1200
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6.0 PLAN CHANGES/AMENDMENTS

6.1  GENERAL

Any changes or amendments to this plan shall be recorded on the attached form and maintained
as a portion of this plan.
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RECORD OF CHANGES/AMENDMENTS

Change
Number Date Change/Amendment Description

Signature of
Certified

Professional Engineer
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